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No. Stainless Flat 1.4301, 1.4401 c 5 20 %60 54010 750
Plate, Sheet, Strip X5CrNi18-10  |1.4301| H 135 210 250 520 t0 720
P 75 210 250
1.4301, 1.4401 € 8 240 270
according EN 10088-4 X5CrNiMo17-12-2|1.4401|  H 135 220 260 EDBED
P 75 220 260 520 to 670
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UKCA Marking Notified Body (No. 2273) XsCri18-10 14301 H | 135 | 0 | *° w00 | o | Yes | Mo
Steel Construction Certification Scheme P | 75 | 45 | 45
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System of assesment and verification of constancy of
performance of the product:
System 2+

Steel Construction Certficate Scheme has performed (i) intial
inspection of the manufacturing plant and factory product
control and (ii) continuous surveillance, assessment and

evaluation of factory production control and issued Factory
Production Control certificate 2273-CPR-0025 and Welding
Certificate 2273-CPR-0025-WC.

Dylan Alexander
Managing Director Date:
ParkerSteel Limited December 2022
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Plate, Sheet, Strip

Chemical composition (cast analysis) of austentic corrosion resisting steels

EN 10088-4:2009
Stainless Flat 1.4301, 1.4401

To be used in metal structures or in composite metal and
concrete structures for building construction or
civil engineering

X5CrNi18-10 (1.4301) X5CrNiMo17-12-2 (1.4401)
C | <0,07 C | <0,07
Si <1,00 Si | <1,00
Mn <2,00 Mn | <2,00
P max. <0,045 P max. <0,045
S | =0,015 S | <0,015
N <0,10 N <0,10
Cr 17,510 19,5 Cr 16,50 18,5
Cu - Cu =
Mo | - Mo | 2,00to 2,50
Nb | - Nb | -
Ni 8,0t0 10,5 Ni 10,0 to 13,0

Elongation:

Tensile Strength:

Yield Strength:

Impact Strength:
Weldability:

Durability:

Dangerous Substances:

EN10088-4

No Performance Determined
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